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A(10-E7, 10-E18, 12-W7F)E(10-A22)G(5-F) 


USE /ADVANTAGE 

The cpd. develops any ink for ink jet recording arid 
provides an image which does not discolour on ageing, has 
good light fastness, high degree of resolution and good 
water resistance. 

DETAILS 

In (I), Q is pref. gp. of formula (II), (III), (IV). or 

(V). 

R* X 0 R' X® R' X 6 
(II) (III) (IV) 

— i e - A'-i 0 — 
R* X° R' X 0 (V) 
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A cpd. for ink jet recording paper comprises quaternary 
ammonium salt of polyoxyolkylene amine monocarboxylate of 
formula (I). 

[ (AO) m OCR] p 

\( (AO) n HJ q 

Q = residue of quaternary ammonium salt; 
A = alkylene; 

R = monocarboxylic acid residue; 
m and n = integer of above 1; 
p = integer of above 1; 
q = 0 or integer of above 1. 



© 1987 DERWENT PUBLICATIONS LTD. 
128, Theobalds Road, London WC1X 8RP, England 

US Office: Derwent Inc. Suite 500, 6845 Elm St. McLean, VA 22101 
Unauthorised copying of this abstract not permitted. 



R' = 1-4C alkyl, 2-4C hydroxyaikyl or benzyl; 

= anionic pair ion; 
Rt and R 2 = lipophilic gp. having hydrocarbon gp.; 
A* = diamine residue: - 

The cpd. is e.g. , impregnated in base material for ink- 
jet recording paper, e.g. paper, cloth or resinous film, or 
is contained in a coating for coat layer on a base material 
or is used as the aq. soln. on the paper-making process. 
'( 6ppW 90P AD wgNoO /0 ) . 
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